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APPLICATION FOR PERMIT TO DRILL OR DEEPEN ",'ENDIAN Als

A
ARIBM NAME

18. TTPE OF WORK

DRILLO DEEPENO ' 7, UNIT AGEMMMENT NAME
b. Tyra or watt.

OILLL OWABI·I·
OTRER E

INNELE MEOUNLTHLE O • ----6---
2. NAME OF OPERATOR

EOG RESOURCES, INC. 9. anweu.NO.a. ADDREESANDMUNIONBNO. N. CHAPITA 106-32
P.O. BOX 1815 VERNAL, UTAH 84078 to. FIELD AND POOL, OR WILDCAT

4. LOCATION or wat.r. (Report location clearly and in accordance with any State requirement..•> ¯

NORTH CHAPITAAtsurface
1881' FNL & 1950' FWL, SE/NW p gy 7E 11..ac..r.....u..on.sm.

AND BURVET OR AREAAt proposed prod. sone //,Al J 7; 9 |Î M
SEC. 32, T8S, R22E

14. DISTANCE IN MILES AND DIRECTION FROM NEABEST TOWN OR POST Orricx* 12. COUNTT OR PARISH 13. BTATE14.3 MILES SOUTHEAST OF OURAY, UTAH UINTAH UTAH
10. DISTANCE FROM PROPOSED*

16. NO. OF ACBES IN LEASE 17. NO. OF ACRES ABBIONEDLOCATION TO NEAREST
¡ TO THIS WELLPROPERTT OR LEASE LINE, FT.

(Also to nearest drig. unit line. If any)
18. DISTANeiÃROM PROPOSED LOCATION* 19. PROPOSED DEPTH 20. norART 05 CABLE TooLaTO NEAREST WELL, DRILLINO, COMPLETED.

OR APPUED FOR, ON TEls IÆAs=, rr. 6700 • ROTARY
21. mzavArrons (Show whether DF. ÉT, ÕR. etc.) 22. APPROz. DATE WORE WILL START*

4722 ' GRADED GROUND NOVEMBER 1999
23.

PROPOSED CASING AND CEMENTING PROGRAM

BIZE OF HOLE ORADRSI2BOFCUING WEIGHT PER FOOT BETTING DEPTH QUANTITT OF CEMENT

11"
.

8 5/8" 24# 200'-220' 100-150 SX CLASS "G" + 2%
OR 12 1/4"

_
9.5/8" 32.30# 200'-220' CaC12 + 1/4#/SX CELLOFLAKE

7 7/8" 4 1/2" 10.50# 6700' 50/50 POZMIX: 1.3 Cu Ft/SX.
14.1PPG. EST. 1000 SX.
FROM TD TO 400' ABOVE ZONESSEE ATTACHMENTS FOR: \ OF INTEREST.
LIGHT CEMENT: 3.89 Cu Ft/SX8 POINT PLAN 11PPG EST. 400 SX TO 200'BOPE SCHEMATIC ABOVE OIL SHALE OR FRESHSURFACE USE AND OPERATING PLAN WATER INTERVALS.

LOCATION PLAT
LOCATION LAYOUT
TOPOGRAPHIC MAPS "A", "B" AND "C" EOG RESOURCES, INC. WILL BE THE
GAS SALES PIPELINE-MAP "D" DESIGNATED OPERATOR OF THE SUBJECT
FACILITY DIAGRAM WELL UNDER ONWIDE BOND #J 2

Pc: UTAH DIVISION OF OIL, GAS AND MINING

OCT14 1999
IN ABOVE SPACE DESCRIBE P SED PROGRAM: If poposal is to deepen, give data on present productive zone and proposer new productive zone if proposat is to dr 11or

Application appoval does not warrant or certify ' ic t holds legal or equitable tide to those rights in the subject lease which would entide the applicant to conduct operations thercort
CONDillONS F APPROVAL, IP ANY:

BRADLEYG. HILL
RECLAMATIONSPECIAUSTIII

APPROVED BY _ - TTILE DATE
*See Instructions On Reverse



ENRON OIL & GAS CO.

Well location, NORTH CHAPITA #106-32,
TBS, R22E, S.L.B.&M. located as shown in the SE 1/4 NW 1/4

of Section 32, T8S, R22E, S.L.B.&M. Uintoh
County, Utah.

2650.50' (Meas-)
, ,

Sas·51'w
- 39.70 (G.L.O.) BASIS OF ELEVATION

S82°58'26"
1967&ass Cap SPOT ELEVATION AT THE NORTHWEST CORNER OF SECTION

PR or ones 32, T8S, R22E, S.L.B.&M. TAKEN FROM THE RED WASH SW
1967 Brass CaP QUADRANGLE,UTAH, UINTAH COUNTY, 7.5 MINUTEQUAD.

(TOPOGRAPHIC MAP) PUBLISHED BY THE UNITED STATES
DEPARTMENT OF THE INTERIOR,GEOLOGICALSURVEY. SAID
ELEVATIONIS MARKED AS BEING 4724 FEET.
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7" Post
SC A LE

CERTIFICATE
THIS IS TO CERTIFY THAT THE ABOVE PLAT WAS FROM
FIELDNOTES OF ACTUALSURVEYSMADE BY

------ SUPERVISIONAND THAT THE SAME ARE E
BEST OF MY KNOWLEDGEAND BEUEF. '.

REGISTEg AN ymL
REGISTR$tlON 0. 16
STATE O UTAFL
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2657.27' - (Measured) (435) 789-1017

LEGEND: SCALE DATE SURVEYED: DATEDRAWN:
1" = 1000' 08-26-99 09-17-99

=
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109°27'57n G.S. M.A. D.R.B. G.L.O. PLAT

WEATHER FILE
A = SECTION CORNERS LOCATED. WARM ENRON OIL & GAS



EIGHT POINT PLAN

NORTH CHAPITA 106-32
SE/NW, SEC. 32, T8S, R22E
UINTAH COUNTY, UTAH

1. ESTIMATED TOPS & ANTICIPATED OIL, GAS, & WATER ZONES:

FORMATION DEPTH TYPE ZONES MAXIMUM PRESSURE

Green River 2205
Oil Shale 2205
"H"MMarkeer ½95

Base "M" Marker 4890

Wasatch 5290
Peters Point 5290 GAS
Chapita Wells 5910 GAS
Buck Canyon 6595 GAS

EST. TD 6700' Anticipated BHP 2900 PSI

2. PRESSURE CONTROL EOUIPMENT: BOP Schematic Diagram attached.

3. CASING PROGRAM:

MINIMUM SAFETY FACTOR
HOLE SIZE INTERVAL LENGTH SIZE WEIGHT GRADE THREAD COLLAPSE BURST TENSILE

11 0' - 220' 200' - 220' 8 5/8 24.0 # J-55 ST&C 1370 PSI 2950 PSI 263,000#
or

12 ¼ O' - 220' 200' - 220' 9 5/8 32.3 # H-40 ST&C 1370 PSI 2270 PSI 254,000#
7 7/8 O' - 6700' 6700' 4 ½ 10.5 # J-55 ST&C 4010 PSI 4790 PSI 146,000#

If conductor drive pipe is used, it will be left in place if its total length is less than20 feet below the surface. If
the total length of the drive pipe is equal to or greater than 20 feet, it will be pulled prior to cementing surface
casing, or it will be cemented in place. The minimum diameter of the conductor drive pipe will be 13 3/8".

All casing will be new or inspected.

8 point plan-EOG



EIGHT POINT PLAN

NORTH CHAPITA 106-32
SEINW, SEC. 32, TSS, R22E
UINTAH COUNTY, UTAH

5. MUD PR2OGRAM

MUD TYPE MUD WEIGHT

240' - 4000' Air/Mist & Aerated Water NA
4000' - TD Air/3% KCL water or KCL substitute NA

Lost circulation probable from 1500' to 3000'+/-.

Sufficient mud inventory will be maintained on location during drilling to handleany adverse conditions that
may arise.

6. VARIANCE REQUESTS:

A. EOG Resources, Inc. requests a variance to regulations requiring a straight run blooie line (Where
possible, a straight run blooie line will be used).

B. EOG Resources, Inc. requests a variance to regulations requiring an automatic ignitor or
continuous pilot light on the blooie line. (Not required on aerated water system).

B. EOG Resources, Inc. requests a variance to regulations requiring the blooie line to be 100' in length.
To reduce location excavation, the blooie line will be 75' in length.

7. EVALUATION PROGRAM:

Logs: Schlumberger Platform Express
AIT-GR-SP-CAL T.D. to base of surface casing
FDC-CNL-GR-Cal-PE T.D. to 3600'

Cores: None Programmed
DST: None Programmed

Completion: To be submitted at a later date.
Note: If hole conditions prevent the running of open hole logs, a cased hole Dipole Sonic/Neutron/Gr

will be run in lieu of open hole logs.

8 point plan-EOG



EIGHT POINT PLAN

NORTH CHAPITA 106-32
SE/NW, SEC. 32, T8S, R22E
UINTAH COUNTY, UTAH

8. ABNORMAL CONDITIONS:

None anticipated.

9. STANDARD REQUIRED EQUIPMENT:

A. Choke Manifold
B. Kelly Clock
C. Stabbing Valve
D. Visual Mud Monitoring

10. HAZARDOUS CHEMICALS:

No chemicals subject to reporting under SARA title III in an amount equal to or greater than 10,000 pounds
will be used, produced, stored, transported, or disposed of annually in association with the drilling of this well.
Furthermore, no extremely hazardous substances, as defined in 40 CFR 355, in threshold planning quantities,
will be used, produced, stored, transported, or disposed of in association with the drilling of this well.

(Attachment: BOP Schematic Diagram)

8 point plan-EOG



3000 PSIG DIAGRAM

ANNULAR PREVENTOR AND BOTH RAMS ARE 3000 RATED.
CASINGFLANGE IS 11" 3000 PSIGRATED.
BOPE 11" 3000 PSIG

TESTING PROCEDURE:
1. BOPE 's will be tested with a professional tester to conform to 10TATIN

OnshoreOrder#2 with retest every 14 days. HEAD
FT.OW T.TNF

2. Blind & Pipe rams will be tested to rated working pressure, 3000 psig
3. Annular preventor will be tested to 50% of working pressure, 1500 psig
4. Casing will be tested to 0.22 psi/ft. or 1500 psig. Not to exceed 70%

ANNULAR
of burst strength, whichever is greater• PREVENTER

5. All lines subject to well pressure will be pressure tested to the same
pressure as blind & pipe rams.

6. All BOPE specifications and configurations will meet Onshore Order #2
requirements for 3000 psig BOPE specifications.

PIPE AMS
CHOKE MANIFOLD

2" MIN AD CHOKE

TO MUD/GAS SEPARATOR I
BLIND MS \OR PIT

3" MINIMUM RATED To 3000=
PSIG 2" KILL LIN

, 3" MTNTMTIM

BLEFD LINE TO PIT 3" DIAME

2" MIN CASING
4 ' SPOOL 11" 3000 PSIG FLANGE

TO MUD/GAS SEPARATOR ADJUSTABLE CHOKE
OR



CONDITIONS OF APPROVAL
FOR THE SURFACE USE PROGRAM OF THE

APPLICATION FOR PERMIT TO DRILL

Company/Operator: EOG Resources, Inc.
Well Name & Number: North Chapita 106-32
Lease Number: ML-3085
Location: 1881' FNL & 1950' FWL, SE/NW, Sec. 32, T8S, R22E

S.L.B.&M., Uintah County
Surface Ownership: Ute Indian Tribe

NOTIFICATION REQUIREMENTS

Location Construction - forty-eight (48) hours prior to construction
of location and access roads.

Location Completion - prior to moving on the drilling rig.

Spud Notice: - at least twenty-four (24) hours prior to
spudding the well.

Casing String and
Cementing - twenty-four (24) hours prior to running

casing and cementing all casing strings.

BOP and related
Equipment Tests - twenty-four (24) hours prior to running

casing and tests.

First Production
Notice - within five (5) business days after new
well

begins or production resumes after well
has been off production for more than

ninety (90) days.

For more specific details on notification requirements, please check the Conditions of
Approval for Notice to Drill and Surface Use Program.

NORTH CHAPITA 106-32 D.doc



THIRTEEN POINT SURFACE USE PROGRAM

1. EXISTING ROADS

A. See attached Wellsite Plats showing directional reference stakes on location,
and attached TOPO Map "B" showing access to location from existing roads.

B. The proposed.well site is located approximatelyl4.3 miles southeast of Ouray,
Utah - See attached TOPO Map "A" .

C. Refer to attached Topographic Map "A" showing labeled access route to
location.

D. Existing roads will be maintained and repaired as necessary. No off lease
Right-of-Way will be required.

2. PLANNED ACCESS ROAD

A. The access road will be approximately 0.4 miles in length. See attached
TOPO Map "B".

B. The access road has a 30 foot ROW w/ 18 foot running surfàce.
C. Maximum grade on access road will be 8%.
D. No turnouts will be required.
E. Road drainage crossings shall be of the typical dry creek drainage crossing

type.
F. No culverts, bridges, or major cuts and fills will be required.
G. The access road will be dirt surface.
H. No gates, cattleguards, or fences will be required or encountered.

New or reconstructed roads will be centerlined - flagged at time of location
staking.

All travel will be confined to existing access road Right-of-Way.
Access roads and surface disturbing activities will conform to standards outlined
in the Bureau of Land Management and Forest Service Publication: Surface
Operating Standards For Oil & Gas Exploration and Development, (1989).

The road shall be upgraded to meet the standards of the anticipated traffic flow
and all-weather road requirements. Upgrading shall include ditching, drainage, graveling,
crowning, and capping the roadbed as necessary to provide a well-constructed safe road.
Prior to upgrading, the road shall be cleared of any snow cover and allowed to dry
completely. Traveling off the 30 foot Right-of-Way will not be allowed.

Road drainage crossings shall be of the typical dry creek drainage crossing type.
Crossings shall be designed so they will not cause siltation or accumulation of debris in
the drainage crossings nor shall the drainages be blocked by the roadbed. Erosion of

NORTH CHAPITA 106-32 D.doc



drainage ditches by run off water shall be prevented by diverting water off at frequent
intervals by means of cutouts. Upgrading shall not be allowed during muddy conditions.
Should mud holes develop, they shall be filled in and detours around them avoided.

As operator, EOG Resources, Inc. shall be responsible for all maintenance on
cattleguards, or gates associated with this oil and/or gas operation.

3. LOCATION OF EXISTING WELLS WITHIN A ONE MILE RADIUS OF
PROPOSED WELL LOCATION

A. Water wells - None
B. Abandoned wells - None
C. Temporarily abandoned wells - None
D. Disposal wells - None
E. Drilling wells - None
F. Producing wells - 4*
G. Shut in wells - None
H. Injection wells - None

(*See attached TOPO map "C" for location)

4. LOCATION OF EXISTING AND/OR PROPOSED FACILITIES

A. ON WELL PAD

1. Tank batteries - None
2. Production facilities will be set on location if the well is successfully

completed for production. Facilities will consist of well head valves,
separator, dehy, 210 Bbl condensate tank, meter house, and attached
piping.

See attached facility diagram.
3. Oil gathering lines - None
4. Gas gathering lines - A 4 ½" gathering line will be buried from dehy to

the edge of the location.
5. Injection lines - None
6. Disposal lines - None
7. Surface pits - None

B. OFF WELL PAD

1. Proposed location of attendant off pad flowlines shall be flagged prior
to archaeological clearance.

2. A 4112" OD steel above ground natural gas pipeline will be laid
approximately 1800' from proposed location to a point in the SE/4 of
Section 32, TSS, R22E, where it will tie into QuestarPipeline Co.'s

NORTH CHAPITA 106-32 D.doc



existing line. Proposed pipeline crosses BIA administered lands, thus
a Right-of -Way grant will be required.

3. Proposed pipeline will be a 4 ½ " OD steel, welded line laid on the
surface.

4. Protective measures and devices for livestock and wildlife will be
taken and/or installed where required.

If storage facilities/tank batteries are constructed on this lease, the
facility/battery or the well pad shall be surrounded by a containment dike
of sufficient capacity to contain, at a minimum, the entire contents of the
largest tank within the facility/battery, unless more stringent protective
requirements are deemed necessary by the authorized officer.

The production facilities will be placed on the West side of the location.

All permanent (on site for six months or longer) structures constructed or
installed (including pumping units) will be painted a flat, non-reflective,
earthtone color to match one of the standard environmental colors, as
determined by the Rocky Mountain Five State Interagency Committee.
All facilities required will be painted within 6 months of installation.
Facilities required to comply with O.S.H.A. (Occupational Safety and
Health Act) will be excluded.
The required paint color is Carlsbad Canyon.
If at any time the facilities located on public land and authorized by the
terms of the lease are no longer included in the lease (due to a construction
in the unit or other lease or unit boundary change), the BIA will process a
change in authorization to the appropriate rental or other financial
obligation as determined by the authorized officer.

5. LOCATION & TYPE OF WATER SUPPLY

A. Water supply will be from the Ouray Brine Plant at Ouray, Utah, and/or
Target Trucking Inc.'s water source in the SW/SW, Sec. 35, T9S, R22E,
Uintah County, Utah (State Water Right #49-1501). Produced water from the
Chapita Wells and Stagecoach Units will also be used.

B. Water will be hauled by Target Trucking Inc..
C. No water well will be drilled on lease.

6. SOURCE OF CONSTRUCTION MATERIAL

A. All construction material for this location and access road will be of native
borrow and soil accumulated during the construction of the location.

B. All construction material w,ill come from Tribal Land.
C. No mineral materials will be required.

NORTH CHAPITA 106-32 D.doc



7. METHODS OF HANDLING WASTE DISPOSAL

A. METHODS AND LOCATION
1. Cuttings will be confined in the reserve pit.
2. A portable toilet will be provided for human waste during the drilling

and completion of the well. Disposal will be at the Vernal sewage
disposal plant.

3. Burning will not be allowed. Trash and other waste material will be
contained in a wire mesh cage and disposed of at an approved waste
disposal facility.

4. Produced waste water will be confined to a lined pit or storage tank for
a period not to exceed 90 days after initial production. During the 90
day period, an application for approval of a permanent disposal
method and location, together with the required water analysis, will be
submitted for the AO's approval.

5. All chemicals will be disposed of at an authorized disposal site. Drip
pans and absorbent pads will be used on the drilling rig to avoid
leakage of oil to the pit.

B. Water from drilling fluids and recovered during testing operations will be
disposed of by either evaporating in the reserve pit or be removed and
disposed of at an authorized disposal site. Introduction of well bore
hydrocarbons to the reserve pit will be avoided by flaring them off in the flare
pit at the time of recovery.

Burning of trash will not be allowed. All trash must be contained in a trash
cage and hauled away to an approved disposal site at the completion of the
drilling activities.

On BIA administered land:
The reserve pit will be constructed so as not to leak, break, or allow discharge.

The reserve pit shall be lined.

After first production, produced waste water will be confined to a lined pit or
storage tank for a period not to exceed ninety (90) days. During the 90 day
period, in accordance with Onshore Order No. 7, an application for approval
of a permanent disposal method and location, along with required water
analysis, shall be submitted for the AO's approval. Failure to file an
application within the time allowed will be considered an incident of
noncompliance.

8. ANCILLARY FACILITIFS
A. No airstrips or camps are planned for this well.
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9. WELLSITE LAYOUT
A. Refer to attached well site plat for related topography cuts and fills and

cross sections.
B. Refer to attached well site plat for rig layout and soil material stockpile

location as approved on On-site.
C. Refer to attached well site plat for rig orientation, parking areas, and

access road.

The reserve pit will be located on the North side of the location. The flare
pit will be.located downwind of the prevailing wind direction on the North
side of the location, a minimum of 100 feet from the well head and 30 feet
from the reserve pit fence.
The stockpiled topsoil will be stored on the South side.

Access to the well pad will be from the East.

NJ Diversion ditch(es) shall be constructed on the
side of the location (above/below) the cut slope, draining to the
NJ Soil compacted earthen berm(s) shall be placed on the
side(s) of the location between the .

N_]_AThe drainage(s) shall be diverted around the sides of the well pad
location.
N_/AThe reserve pit and/or pad locations shall be constructed long and
narrow for topographic reasons .

N/A Corner # will be rounded off to minimize excavation.

FENCING REQUIREMENTS:

All pits will be fenced according to the following minimum standards:

A. Thirty-nine inch net wire shall be used with at least one strand of barbed wire
on top of the net wire. (Barbed wire is not necessary if pipe or some type of
reinforcement rod is attached to the top of the entire fence).

B. The net wire shall be no more than 2 inches above the ground. The barbed
wire strand shall be 3 inches above the net wire. Total height of the fence
shall be at least 42 inches.

C. Corner posts shall be cemented and/or braced in such a manner as to keep the
fence tight at all times.

D. Standard steel, wood, or pipe posts shall be used between the corner braces.
Maximum distance between any two posts shall be no greater than 16 feet.

E. All wire shall be stretched by using a stretching device before it is attached to
the corner posts.
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The reserve pit fencing will be on the three sides during drilling operations and on
the fourth side when the rig moves off the location. Pits will be fenced and
maintained until clean-up.

Each existing fence to be crossed by the access road shall be braced and tied off
before cutting so as to prevent slacking of the wire. The opening shall be closed
temporarily as necessary during construction to prevent the escape of livestock,
and, upon completion of construction, the fence shall be repaired to BIA or SMA
specifications. A cattleguard with an adjacent 16 foot gate shall be installed in
any fence where a road is to be regularly traveled. If the well is a producer, the
cattleguards (shall/shall not) be permanently mounted on concrete bases. Prior to
a new road, crossing any fence located on Tribal land, or any fence between
Tribal land and private land, the operator will contact the BIA, who will in turn
contact the grazing permittee or owner of said fence and offer him/her the
opportunity to be present when the fence is cut in order to satisfy himself/herself
that the fence is adequately braced and tied off.

10. PLANS FOR RESTORATION OF SURFACE

A. PRODUCING LOCATION
Immediately upon well completion, the location and surrounding area will be
cleared of all unused tubing, equipment, debris, materials, trash, and junknot
required for production.
Immediately upon well completion, any hydrocarbons on the pit shall be

removed in accordance with CFR 3162.7-1.
If a plastic nylon reinforced liner is used, it shall be torn and perforated before

backfilling of the reserve pit.
The reserve pit and that portion of the location not needed for production
facilities/operations will be recontoured to the approximate natural contours.
The reserve pit will be reclaimed within 12 months from the date of well
completion. Before any dirt work takesplace, the reserve pit will be
completely dry and all cans, barrels, pipe, fluid, and hydrocarbons, will be
removed.

Contact appropriate surface management agency for required seed mixture.

B. DRY HOLE/ABANDONED LOCATION

At such time as the well is plugged and abandoned, the operator
will submit a subsequent report of abandonment and the BIA will
attach the appropriate surface rehabilitation conditions of approval.
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11. SURFACE OWNERSHIP
Access road: Tribal
Location: Tribal

12. OTHER INFORMATION
A. EOG Resources, Inc. will inform all persons in the area who are associated

with this project that they are subject to prosecution for knowingly disturbing
historic or archaeological sites, or for collecting artifacts. If historic or
archaeological materials are uncovered during construction, the operator will
immediately stop work that might further disturb such materials, and contact
the AO. Within five working days the AO will inform the operator as to:

-whether the materials appear eligible for the National Register of
Historic Places;

-the mitigation measures the operator will likely have to undertake before
the site can be used.

-a time frame for the AO to complete an expedited review under 36 CFR
800.11 to confirm, through the State Historic Preservation Officer, that the
findings of the AO are correct and that mitigation is appropriate.

If the operator wished, at any time, to relocate activities to avoid the
expense of mitigation and/or the delays associated with this process, the
AO will assume responsibility for whatever recordation and stabilization
of the exposed materials that may be required. Otherwise, the operator
will be responsible for mitigation costs.

The AO will provide technical and procedural guidelines for the conduct
of mitigation. Upon verification from the AO that required mitigation has
been completed, the operator will then be allowed to resume construction.

B. As operator, EOG Resources, Inc. will control noxious weeds
along Right-of-Ways for roads, pipelines, well sites, or other applicable
facilities. A list of noxious weeds will be obtained from the BIA, or the
appropriate County Extension Office. On BIA administered land, a Pesticide
Use proposal shall be submitted, and given approval, prior to the application
of herbicides or other pesticides or possible hazardous chemicals.

C. Drilling rigs and/or equipment used during drilling operations on this well site
will not be stacked or stored on Tribal Lands after the conclusion of drilling
operations or at any other time without BIA authorization. However, if BIA
authorization is obtained, it is only a temporary measure to allow time to
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make arrangements for permanent storage on commercial facilities. (The BIA
does not seek to compete with private industry. There are commercial
facilities available for stacking and storing drilling rigs.)

Additional Surface Stipulations
NA No construction or drilling activities shall be conducted between

and because of
N No surface occupancy will be allowed within 1,000 feet of any sage grouse strutting

ground.
NA No construction or exploration activities are permitted within a 1.5 mile radius of

sage grouse strutting grounds from April 1 to June 30.
N There shall be no surface disturbance within 600 feet of live water (includes stock

tanks, springs, and guzzlers).
NJ No cottonwood trees will be removed or damaged.
NJ Pond will be constructed according to BIA specifications approximately feet

of the location, as flagged on the onsite.

LESSEE'S OR OPERATOR'S REPRESENTATIVE AND CERTIFICATION
EOG Resources, Inc. EOG Resources, Inc. Ed Trotter
P.O. Box 250 P.O. Box 1815 P.O. Box 1910
Big Piney, WY 83113 Vernal, UT 84078 Vernal, UT 84078
Jim Schaefer George McBride Telephone: (435)789-4120
Telephone (307)276-3331 Telephone (435)789-0790 Fax: (435)789-1420

All lease or unit operations will be conducted in such a manner that full
compliance is made with all applicable laws, regulations, Onshore Oil and Gas
Orders, the approval plan of operations, and any applicable Notice to Lessees.
EOG Resources, Inc. is fully responsible for the actions of their subcontractors. A
copy of these conditions will be furnished to the field representative to insure
compliance.

A copy of the approved APD and ROW grant, if applicable, shall be on location
during construction of the location and drilling activities.

The BIA office shall be notified upon site completion prior to moving on the
drilling rig.
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Certification

I hereby certify that I, or persons under my direct supervision, have inspected the
proposed drillsite and access route; that I am familiar with the conditions that presently
exist; that the statements made in the Plan are, to the best of my knowledge, true and
correct; and that the work associated with the operations proposed herein will be
performed by EOG Resources, Inc. and its contractors and subcontractors in conformity
with this Plan and the terms and conditions under which it is approved.

Date Agent
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SLTTR FACILITY DTAGRAM
NORTH CHAPITA 106-32

SEC. 32, TSS, R22E, SE/4NW/4
UINTAH COUNTY, UTAH

FEDERAL LEASE NO. ML-3085
(Site Security Plan is on file at Enron's Verna10ffice)

3" Gas Sales Pipeline

Combination Dehy Separatos
with Sales Meter Well head

100' Prod. Line

100' Dump Line

Aeoess Road

300 BBL
Tank

Sealed Sealed
Drain I,oad
Valve Valve

Tank Berm
2 1/2' HX 30' X 30'

Well Pad 175' X



ENRON OIL & GAS CO.
LOCATION LAYOUT FOR

NORTH CHAPITA #106-32
SECTION 32, TSS, R22E, S.L.B.&M. Proposed Access

RoadC-1.1'1881' FNL 1950' FWL

D 22.9' Û- f. j' D. 2M
7 8 B. 23. O'

Sto. J+25
61'

Cut Slope o
...

SCALE: 1" = 50'
DATE: 09-17-99
Drown By· D.R.B.

NOTE:
Flore Pit is to
be /ocated a rnin.
of 100' frorn the
Well Head

8. 22.1° PIPE RACKS

C-8. J'
.

20
-0.p'

25°
-- - ---

DOG HOUSE36, Ric
135' 1+50

¯¯¯ C- 1.2'
B. 23.0'

Pit Capacity
19Fth2' of

Freeboani is PUM± 9,200 Bb/s.

MUD SHED TOILET O -

RESERVE P/7S -
HOPPER

POWER

TOOLS

FUEL
TR SH STORAGE

- Sta. 0+12 TANK

Sto. 0+00

B. 21. 4
F- 0 2

C- 5' F-0.4 " "" " 2'*'
Atm. pit) Fill Slope

Bev. Ungraded Ground at Location Stake = 4722.2'
Bev. Graded Ground at Location Stake = jfff, g' UINTAH ENCINEERINc & LAND SURVEYING

85 So. 200 Anst * Vervaal. Utah 84078 * (435)



ENRON OIL & GAS CO.
TYPICAL CROSS SECTIONS FOR

.
sittiler;;

o SU/7x---section NORTH CHAPITA #106-32
.

scale SECTION 32, T8S, R22E, S.L.B.&M.

1" =
So, 1881° FNL 1950' FWL

DATE: 09-17-99
Drawn By D.R.B- STATE

61' 135' liiggggggia

CUT CUT

Slope= 1 1/2: 1
( T>PJ

SM. J+25

, 75' 36• 13510--

LOCAT/ON STAKE

\¯¯II\_-- Finished Grade

SM. 1+50

10-- 75' 36' 135

CUT

CUT

SM. 0+12

121 135'

Preconstruction
Grade

CUT

NOTE:
SM. 0+00 Topsoil should not be

Stripped Below Finished
Grade on Substructure Areo.

APPROXIMATE YARDAGES EXCESS MATERIALAFTER
5% COMPACTION = 4,0]O Cu. Yds.

(12") Topsoil Stripping = 2,660 Cu., Yds. Topsoil & Pit Bockfill = 4,0]O Cu. Yds.
(1/2 Pit Vol.)

Remaining Location = 2,440 Co. Yds.
EXCESS UNBALANCE = 0 Cu.Yds.

TOTAL CUT = 5,100 CU.YDS. (After Rehobilitotion)

FILL = 1,020 CU.YDS. (IINTAH ENGINEERING & LAND SURVEYING
86 So. 200 Easi · Vemal, Utah 84078 • (436)



Urustu LucañON.
NORTH CHAPITA #106-32

SEE TO O "B

co

kr C AP A WF AA IFI O

C/

T9S
T10S

R R
22 23
E E

LEGEND: ENRON OIL & GAS CO.
O PROPOSED LOCATION N NORTH CHAPITA #106-32

SECTION 32, T8S, R22E, S.L.B.&M.

-







E

66

472 ' 752

PR 3POSED LOCATION: /)
NCRTH CHAPITA #106-32 // 1

0

EXISTING PIPELINE

ÍT9Š
74

APPROXIMATE TOTAL PIPELINE DISTANCE = 1800' +/-

LEGEND: ENRON OIL & GAS CO.
- - - - EXISTING PIPELME

- N NORTH CHAPITA #106-32
- - - - - - PROPOSED PIPELINE SECTION 32, T8S, R22E, S.L.B.&M.

PROPOSED ACCEss 1881' FNL 1950' FWL

- Uintah Engineering & Land Surveying TOPOGR A PH I C g 9 9985 South 2OO East Vernal, LTtah 84O78 M A P DAY YEAR i(435) 789-1017 * FAX (435) 789-1813
SCALE:1"= 1000' DRAWNBY:J.LG. REVISED:



WORKSHEET '"A
APPLICATION FOR PERMIT TO DRILL

APD RECEIVED: 10/14/1999 API NO. ASSIGNED: 43-047-33406

WELL NAME: N CHAPITA 106-32
OPERATOR: EOG RESOURCES INC (N9550)
CONTACT: Ej ¶gg, flj:JO R jg

PROPOSED LOCATION: INSPECT LOCATN BY: / /
SENW 32 - TO8S - R22E
SURFACE: 1881-FNL-1950-FWL TECH REVIEW Initials Date
BOTTOM: 1881-FNL-1950-FWL
UINTAH COUNTY Engineering /A L to-IT-Ÿ
NATURAL BUTTES FIELD (630)

Geology
LEASE TYPE: STA
LEASE NUMBER: ML-3085 Surface
SURFACE OWNER: /LL¶LL
PROPOSED FORMATION: WSTC

RECEIVED AND/OR REVIEWED: LOCATION AND SITING:

Plat R649-2-3. Unit
Fed [] Ind [] Sta ee []

(No. f-OcÌ2Í rÑ GlÑ R649-3-2
. General

Potash (Y ) Siting:
) ,Oil Shale (Y/N) *190-5(B) R649-3-3. Exception

Water Permit
(No. Oggy - 60| ) Drilling Unit

RDCC Review (Y/N) Board Cause No: g|L2 Spy
(Date: ) Eff Date· g--þpgQ

/ Sit ing : S/ j"./.us W
µß Fee Surf Agreement (Y/N) R649-3-11. Directional Drill

STIPULATIONS: AV a f



OPERATOR: EOG RESOURÖES (N9550)

FIELD: NATUAL BUTTES (630)

SEC. 32 & 34, TWP 8 S, RNG 22 E

COUNTY: UINTAH, CAUSE No.: 187-2 320 ACRES
FOR SEC. 32

Division of Oil, Gas & Mining

GLENBENCH FEDE 532 29

NATURALBUTTES FIELD -

I
GLEN BENCH 34-27

CAUSENo: 187-2
320 ACRES

SfAMCORWLM *wHrTEmivER42-34

LLJ
N. CHAPITA 1&340-22

TSS R22E
IW R22E

CHAPITA WELLS UNIT

CWu 543-3

CWU 227-3 CWU 14
CWU22 3

CWU53&3N

CWU 53 SF
U >¾ CWU3 9

PREPARED
DATE:





PointsofDiversion http://nrwrt1.nr.state.ut.us/cgi-hi...w=c&u=d&s=p&w=e&u=s&u=c&u=m&u=p&u=o

UTAH DIVISION OF WATER RIGHTS
WATER RIGHT POINT OF DIVERSION PLOT CREATED MON, OCT 25,

PLOT SHOWS LOCATION OF 0 POINTS OF DIVER

PLOT OF AN AREA WITH A RADIUS OF 10000 FEET FR
FEET, FEET OF THE CT CORNER,

SECTION 32 TOWNSHIP BS RANGE 22E SL BASE AN

PLOT SCALE IS APPROXIMATELY 1 INCH = 4000 FEET

NORTH
*********

kkkkkkkk* *********

*** ***

*** ***

*

*** ***

** **

*** ***

*** ***

********* *********

*********

1 of 2 10/25/1999 3:04



Well name: 1099 EOG N. Chapita 106-32
Operator: Enron
String type: Surface Project ID:

43-047-33406
Location: Uintah Co.

Design parameters: Minimum design factors: Environment:
Collanse Collapse: H2S considered? No

Mud weight: 8.400 ppg Design factor 1.125 Surface temperature: 75 °F
Design is based on evacuated pipe. Bottom hole temperature: 78 °F

Temperature gradient: 1.40 °F/100ft
Minimum section length: 220 ft

Burst:
Design factor 1.00 Cement top: Surface

Burst
Max anticipated surface

pressure: O psi
Intemal gradient: 0.442 psilft Tension: Non-directional string.
Calculated BHP 97 psi 8 Round STC: 1.80 (J)

8 Round LTC: 1.80 (J)
No backup mud specified. Buttress: 1.60 (J)

Premium: 1.50 (J)
Body yield: 1.50 (B) Re subsequent strings:

Next setting depth: 6,300 ft
Tension is based on buoyed weight. Next mud weight: 8.500 ppg
Neutral point: 193 ft Next setting BHP: 2,782 psi

Fracture mud wt: 19.250 ppg
Fracture depth: 6,300 ft
Injection pressure 6,300 psi

Run Segment Nominal End True Vert Measured Drift Internal
Seq Length Size Weight Grade Finish Depth Depth Diameter Capacity

(ft) (in) (Ibs/ft) (ft) (ft) (in) (ft')
1 220 9.625 32.30 H-40 ST&C 220 220 8.876 13.9

Run Collapse Collapse Collapse Burst Burst Burst Tension Tension Tension
Seq Load Strength Design Load Strength Design Load Strength Design

(psi) (psi) Factor (psi) (psi) Factor (Kips) (Kips) Factor
1 96 1370 14.27 97 2270 23.37 6 254 40.77 J

Prepared RJK Date: October 25,1999
by: Utah Dept. of Natural Resources Salt Lake City,Utah

ENGINEERINGSTIPULATIONS: NONE
Collapse strength is based on the Westcott, Dunlop & Kemler method of biaxial correction for tension.
Collapse is based on a vertical depth of 220 ft, a mud weight of 8.4 ppg The casing is considered to be evacuated for collapse purposes.
Burst strength is not adjusted for tension.

Engineedng responsibility for use of thisdesign wi/Ibe thatof the



Well name: 1099 EOG N. Chapita 106-32
Operator: Enron
String type: Production Project lo:

43-047-33406
Location: Uintah Co.

Design parameters: Minimum design factors: Environment:
Collanse Collapse: H2S considered? No

Mud weight: 8.600 ppg Design factor 1.125 Surface temperature: 75 °F
Design is based on evacuated pipe. Bottom hole temperature: 169 °F

Temperature gradient: 1.40 °F/100ft
Minimum section length: 220 ft

Burst:
Design factor 1.00 Cement top: Surface

Burst
Max anticipated surface

pressure: O psi
Internal gradient: 0.447 psilft Tension: Non-directional string.
Calculated BHP 2,993 psi 8 Round STC: 1.80 (J)

8 Round LTC: 1.80 (J)
No backup mud specified. Buttress: 1.60 (J)

Premium: 1.50 (J)
Body yield: 1.50 (B)

Tension is based on buoyed weight.
Neutral point: 5,842 ft

Run Segment Nominal End True Vert Measured Drift Internal
Seq Length Size Weight Grade Finish Depth Depth Diameter Capacity

(ft) (in) (Ibs/ft) (ft) (ft) (in) (ft')
1 6700 4.5 10.50 J-55 ST&C 6700 6700 3.927 140

Run Collapse Collapse Collapse Burst Burst Burst Tension Tension Tension
Seq Load Strength Design Load Strength Design Load Strength Design

(psi) (psi) Factor (psi) (psi) Factor (Kips) (Kips) Factor
1 2993 4010 1.34 2993 4790 1.60 61 132 2.15 J

Prepared RJK Date: October 25,1999
by: Utah Dept. of Natural Resources Salt Lake City,Utah

ENGINEERINGSTIPULATIONS:NONE
Collapse strength is based on the Westcott, Dunlop & Kemler method of biaxial correction for tension.
Collapse is based on a vertical depth of 6700 ft, a mud weight of 8.6 ppg The casing is considered to be evacuated for collapse purposes.
Burst strength is not adjusted for tension.

Engineering responsibility for use of thisdesign wi/Ibe thatof the



1099 EOG N. Chapita 10$4
Casing Schematic

Surface
OC @ OC @

9-5/8" Surface
MW 8.4 220. MD
Frac 19.3
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I
I
I

4-1/2" Production
MW 8.6 6700.



EOG Resources, Inc.
P.O. Box 250

Big Piney, WY 83113

October 7, 1999

Utah Division of Oil, Gas, & Mining
1594 West North Temple
Box 145801
Salt Lake City, UT 84114-5801

RE: APPLICATION FOR PERMIT TO DRILL
NORTH CHAPITA 106-32
SE/NW, SEC. 32, TSS, R22E
UINTAH COUNTY, UTAH
LEASE NO.: ML-3085
UTE TRIBAL LANDS

Enclosed please find a copy of the Application for Permit to Drill and associated
attachments for the referenced well.

Please address further communication regarding this matter (including approval) to:
Ed Trotter
P.O. Box 1910
Vernal, UT 84078
Phone: (435)789-4120
Fax: (435)789-1420

Sincerely,

Ed Trott
Agent
EOG Resources, Inc.

Attachments

DN.0F0\L,GAS&MINING



Enron OII & Gas
Company
600SeventeenthSt., Ste.1100N
Denver, CO 80202
(303) 572-9000
Fax (303) 824-5401

October 19, 1999

Ms. Lisha Cordova
State of Utah
Division of Oil, Gas and Mining
1594 West North Temple, Suite 1210
P.O. Box 145801
Salt Lake City, Utah 84114-5801

RE: North Chapita 106-32 5-0 p3'§
SENW of Sec. 32-88-22E, SLM
Uintah County, Utah
State Lease ML-3085
0050567-000 (Stagecoach Prospect)

Dear Lisha:

This letter will confirm that the State Lease ML-3085 upon which EOG Resources,
Inc.'s proposed North Chapita 106-32 well willbe drilled covers the N/2, SWl4, N/2SE/4 and
SWl4SE/4 of Section 32, Township 8 South, Range 22 East, SLM, Uintah County, Utah. As
such, this proposed well location at 1881' FNL, 1950' FWL (SE/4NWl4) of Section 32,
Township 8 South, Range 22 East, SLM, Uintah County, Utah, is not closer than 660' to the
lease line or spacing unit line as prescribed in the Board of Oil, Gas and Mining's Order in
Cause No. 187-2.

If you have any further questions or need any additional information, please don't
hesitate to contact me at area code 303-572-9000 x 5474.

Yours very truly,

EOG RESOURCES, INC.

Toni Lei Miller
Project Landman

TLMldas 0CT 2 1 1999
17770T

cc: Ed Trotter

Natural gas. Electricity. Endless



. State of Utah
DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS AND MINING
1594 West North Temple, Suite 1210

Michael O. Imavitt PO Box 145801Governor
Salt Lake City, Utah 84114-5801

Kathleen Clarke
Executive Director 801-538-5340

Lowell P. Braxton 801-359-3940 (Fax)
Division Director 801-538-7223 (TDD)

October 25, 1999

EOG Resources, Inc.
P.O. Box 1815
Vernal, Utah 84078

Re: N. Chapita 106-32 Well, 1881' FNL, 1950' FWL, SE NW, Sec. 32, T. 8 S., R. 22 E.,
Uintah County, Utah

Gentlemen:

Pursuant to the provisions and requirements of Utah Code Ann. 40-6-1 et seq., Utah
Administrative Code R649-3-1 et seq., and the attached Conditions of Approval, approval to drill
the referenced well is granted.

This approval shall expire one year from the above date unless substantial and continuous
operation is underway, or a request for extension is made prior to the expiration date. The API
identification number assigned to this well is 43-047-33406.

Sincerely,

J hn R. Baza
ssociate Director

lwp
Enclosures
cc: Uintah County Assessor

Bureau of Land Management, Vernal District



Operator: EOGResources, Inc.
Well Name & Number: N. Chapita 106-32

API Number: 43-047-33406

Lease: State Surface Owner: Ute Tribe
Location: SE NW Sec. 32 T. 8 S. R. 22 E.

Conditions of Approval

1. General
Compliance with the requirements of Utah Admin. R. 649-1 et seq., the Oil and Gas
Conservation General Rules, and the applicable termsand provisions of the approved
Application for Permit to Drill.

2. Notification Requirements
Notify the Division of the following actions during drilling of this well:
. 24 hours prior to cementing or testing casing
. 24 hours prior to testingblowout prevention equipment
. 24 hours prior to spudding the well
. within 24 hours of any emergency changes made to the approved drilling program
. prior to commencing operations to plug and abandon the well
Division contacts (please leave a voice mail message if person is not available to take the
call):
. Dan Jarvis at (801) 538-5338
. Robert Krueger at (801) 538-5274 (plugging)
. Carol Daniels at (801) 538-5284 (spud)

3. Reporting Requirements
All required reports, forms and submittals shall be promptly filed with the Division,
including but not limited to the Entity Action Form (Form 6), Report of Water
Encountered During Drilling (Form 7), Weekly Progress Reports for drillingand
completion operations, and Sundry Notices and Reports on Wells requesting approval of
change of plans or other operational actions.

4. Variance requests should be directed to the Utah State Industrial Commission.

5. Compliance with the Conditions of Approval/Application for Permit to Drill outlined in
the Statement of Basis (copy
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GRANT OF EASEMENT FOR RIGHT-OF-WAY

ROW Serial No. H62-2000-11
DRILLSITE/ACCESS ROAD
Nonh Chapita 106-32

KNOW AALMN BY THESE PRESENTS:

the UNITED STATES OF AMERICA, as trustee for UTE INDIAN TRIBE acting by and through the
Superi

_g&e
Uietah and Ouray.Agency, as "Grantor". under authority contained in 209 DM 8 (39 F.R. 32166),

10 BIAM 3 (34 F.R. 637), 230 DM3 (20 FR 992). and Sec. 2, i I (34 F.R. 11109), pursuant and subject to the provisions
of the Act f February 5, 1948 Stat. 17, (25 U.S.C. 323-328). and Part 169, Title 25, Code of Federal Regulations. in
consider ef:
SIX T EIGHT HUNDRED SIXTY-SEVENDOLLARSAND FORTY-EIGHT CENTS ($6,867.48)
based on $?325.00 per acæ for consideration, the receipt of which is acknowledged does hereby grant to:

E SENHIRCES INC., 211 SOUTH 1000 EAST, P.O. BOX 1815, VERNA_QUT 84078
its successdrs and assigns,hereinafter referred to as Grantee". an easement for right-of-way:
In accordart:e with the attached survey plat: G.LO, Plat No.41581dated 09/17/99, for DRILLSITE/ACCESS ROAD
right-of-wg $$rN9rth Chapita#106-32

_well location, being 5.183 acres more or less, and approximately 2,097.06' feet
in Ingth.gi at la width, located in N/2 of Sec. 32 TBS, R22E, SB&M, within the exterior boundaries of the

Uncomp Reservation for the following purposes namely: The construction, maintenance, repair, inspection, protection,
operation add removal of the Northchapita #106-32 together with the necessary apportenances thereto. on, over and across
the land end within the right-of-way located in Uintah County, Utah.

TO HAVE TO HOLD said easement and right-of-way unto the Grantee and unto its successors and assigns, together
with the rigt of ingress and egress for the purpose described above for which said easement is granted. This easement is
subject to ahy prior existing right or adverse claim and is for a twenty (20) year period beginning, Oct. 25, 1999
so long as s*ideasement shall actually be used for the purposes above specitled. Consideration may be increased at five (5)
year interv4s if necessary to refleet then existing market prices.

This right-ohay shall be terminable in whole or in part by the grantor for any of the following causes upon 30 days' written
notice and ikikue of the Grantee within said notice period to correct the basis of termination. (25 CFR 169:20)

A. 'Faiture to comply with any term or condition of the grant or the applicable regulations.
B. A nonuse ofthe right-of-way for a consecutive two-year period for the purpose for which it was granted.
C. A abandonment of the right-of-way.
D. Mañurtof the Grantee to file with the Grantor an Affidavit of Completion pursuant to 25 CFR 169.16, upon

completion of construction, or, in any case within two years of date of this easement granted in the case
construction does not begin or is completed.

The conditiëns of this easement shall extend to and be binding upon and shall inure to the benefit of the successors and
assigns of the Grantee.It has been determined that approval of this document is not such a major federal action significantly
affecting the quality of the human environment as to require the preparation of an environmental impact statement under
Section 102 (2) (c) of the National EnvironmentalPolicy Act of 1969 (42 U.S.C. 54332) (2) (c).

IN WTYNÉSS WHEREOF, Grantor has executed this Grant of Easement this 25th_ day of Oct, 1999

UNITED S RICA

1sSuperintendent
U.S. Department of the Interior

OCTU i Uintah and Ouray Agency' Fort Duchesne. UT
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O United States Department of the Interior
BUREAU OF INDIAN AFFAIRS

Uintsh and Ouray Agency
P. O. Box 130

988 South 7500 East
Fort Duchesne,Utah 84026-0130

(801) 722-4300

ma mismoo:
Real F services-Rows October 21, 1999
(801) 7 2·4322

0CT2 7 l999EOG , Inc.
P.O. 1815
y Iff ggg78 DIVOF OIL,GAS & MINING

Dear8 :

This is our authorityto proceed with construction of the following Wellsites. access roads and
oipelb sightof way(s).

1. ROW-862-2000-11,WeHsite/Access Road-North Chapita #106-32N, N/2 of Section32,
TR R22E, SLB&M

. A W-W2-2000-12-Pipeline-North Chapita#106-32N.NWl4 & S/2 of Sec. 32, TSS,
R28E, SLB&M

. ROW-M2-2000-13, DriHsite/Access Road-North Duck Creek #100-22, SE/4 of Sec.22
A NE/4 Sec. 27, TSS,R21E, SLB&M

. Ë®W-H62-2000-14,PipeHne- North Duck Creek#100-22,SE/4 of Sec. 22, the SW/4 of
Soc.23, the W/2 of Sec26, & the NW/4 of Sec.35, TSS, R21E. SLB&M

5. ROW%2-2000-15,Drillaite/Access Road- North Duck Creek#108-26, NW/4 of Sec. 26
A TheNE/4of Sec. 27, TSS, R21E, SLB&M

6. Si VW2-2000-16, Pipeline-North Duck Creek#108-26. NW/4 of Sec. 26, TSS, R21E,
SL AM.

. A W¾2-2000-17, Drillsite/Access Road- North Duck Creek #103-27, W/2 of Sec. 27.
Tig, R21E, SLB&M

. ROW B62-2000-18, Pipeline- North Duck Creek#103-21, NW/4 & S/2 of Sec. 27 & the
SWl4 of Sec. 26, TBS, R21E, SLB&M.

* EOG toe.brmerly known as Euron Oil & Gas Compauv.

Based ibe reports submitted and the consensus of the on-site personnel. the Ute Tribe Energy and
Minera Dipalenent is requiring the following stipulations to
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Pg.2- 1/99EOG

1. 30€oot wide rights-of-wayshall be granted.
2. The Ute Tribe Energy and Minerals Department is to be notified in writing, 48 hours

pater to construction, as a Tribal Technician is to routinely monitor construction.
3. North Duck Creek 100-22. North Duck Creek#108-26 and North Duck Creek #103-27,

wallsites, access road and pipelines to be monitored during construction. Archaeologist to
be accompanied by Tribal Technician. Enron to notify in writing prior to construction
activity. Technician discretion to determine areas to be monitored.

4. Any deviations of submitted APD's and ROW applications EOG Resources Inc. will notify
the Ute Tribe and BlA in wrting, and will receive written authorization of such change.
Withoutauthorization. EOG Resources Inc. understands that they will be subject to fines
amipenalties.

S. BÓG Resources Inc. will implement "Safety and Emergency Plan". BOG Resources Inc.
wWinsure its compliance.

4. Robervepit fluidsto be disposedand hauledto approved disposal pits. To apply to before
andaAerbackfilling.

'7. BOGResources Inc. will assure the Ute Tribe that any/all contractors and any sub-
contractorshas acquireda 1999 TribalBusiness Licenseand have "Access Permits" prior to
constructionand will have thesepermits in vehicles at all times.

8. Ali®OG Resources Inc. employees and/or authorized personnel (sub-contractors) in the
fieldwill haveapplicable APD's and/or ROW permits/authorizations on their person(s)

,
delin6 all phases of construction.

4. Alt vehicular traffic,personnel movement, construction and restoration
opemtionsshould be confined to that the areas examined. as referenced in report, and to the
eisisting roadways and/or evaluated access routes.

§0. ARpersonnelshould refrain fromcollecting artifacts and fromdisturbing any significant
cuhural resources in the area.

111.Tiwpersonnel from the Ute Tribe Energyand MineralsDepartment should be consulted
shouldcultural remains from subsurface deposits be exposed or identified during
enestruction.

$2.ARmitigativestipulationscontainedin the Bumau of Indian Affairs site specific
EnvironmentalAnalysis (EA) will be strictly adhered.

13.Upon completionof Application for Rights-of-way. EOG Resources Inc. will notify the
Ute Tribe Energy and Minerals Department, so that a Tribal Technician can verify Affidavit
of Completions.

Enclos is an approvedGrant of Easement for this right-of-way foryour flies. Please submit upon
comple of construction, Affidavits of Completion for each location.

Please See UteIndianTribe's Energy and MineralsDepartment prior to construction to obtain
an ac permit and retain this letteras your permit to construct upon tribal lands. Also, remind your
field pe of the firearm matrictions on the Uintah and Ouray
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If yo h&veany questions, please contact Ms. Thomasina Appah, Realty Assistant at (435)
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FAX COVER SHEET

FROM: ED TROTTER

FAX NO. 435-789-1420

TELEPHONE NO. 435-789-4120

UDOO & M
0CT2 7 1999

FAXNO. 801-359-3940

ATTOITION: LESHA CORDOVA 991:Ë$
DATE: 10-26-1999

TOTALNUMBEROF PAGESINCLUDINGCOVER PAGE: 5

ANInilismationcontainedin thisfkesimileis confldential and is solelydirected to the above named recipient, If you
geoniveitis fax in error, or there is a problemwith the transmission, please call: 1-435-789-4120.Thank you.

Attachedare copiesof theSurfaceAgreementfor the EOGResourcesNorth Chapita
106-32well.

This well is quicklycomingup on our drillingschedule. If you require any additional
MAIWillilianon this one, please give me a call.

'Thuk



DIVISION OF OIL, GAS AND MINING

SPUDDING INFORMATION

Name of Company: EOG RESOURCES INC

Well Name: N CHAPITA 106-32

Api No. 43-047-33406 Lease Type: STATE

Section 32 Township 08S Range 22E County UINTAH

Drilling Contractor BILL MARTIN R IG #

SPUDDED:

Date 10/28/1999

Time 3:00 PM

How DRY

Drilling will commence

Reported by ED TROTTER

Telephone# 1-435-789-4120

Date 10/28/1999 Signed:





DJVf5ffall Of 014, LAS Mill lilNIIJG OPERAMIR BOG ßescarces, Inr.. OPEltATOR ACCI. NG,
ENTITY ACl lOÑ FOÏìM- FORN 6 ADDRESS P,O. ßOX 250

BIG P1NEY, WYOMING 83113

ACT108 CllllllEIR NEit AP[ NUtlßf.2 MELLNAME WFII fifATIOP SPLIO EFFECTIVE(00[ £41117 NO. ERTITY Ito. QQ SC TP RG County DATE DATE

43-047-33406 NORTH CHAPITA 106-32 SENW 32 88 22E UTNTAN 10/29/99

43-047-33273 FEDERAL 8-34-8-21 SENE 34 BS 21E UINTAN 1/01/99
WitL 2 C IuiEllTS

43-047-33402 N. DUCK CREEK 100-22 SESE 22 88 21E 11/05/99
WELL3 (fxiNENI3:

B 4905
UINTAH

WILL4 CliniiGili.

B 4905
I DINTAN I

sl¿.LL L 10NHfillŠ:

-i

ACTIONCDI]ES(See instructions ois back of formi
A - ESIJblislL MÚW 40( Of ABW Wg) 8 Wg]) O
B- Add new well tu e>isting entity (group or unit well} SignaturC - Re-assign well trein one existing entity to another existing entityD- Re assign well frûln one existing entity to a new entity REGULATORY ANALYST 11/19/99
E - Othan (e>¡ilain in ::omunents se<.tioni Title

.
Data ·

NilTE: the C0tilitJfi section lo explain why each Action Code was selected, Phone No. (307 |276-3331 "--a

{3/89)



FOlW 3160-5 UNITED STATES FORM APPROVED

(December 1989) DEPARTIW T OF THE INTERIOR ydget BureauNo 1004-0135

BUREAU d..¿AND MANAGEMENT k ÁnresSeptember30,1990

5. Lease Designation and Serial No.

SUNDRY NOTICE AND REPORTS ON WELLS ML 3078

Do not use this form for proposals to drill or to deepen or reentry to a different reservoir. 6. If Indian, Allottee or Tribe Name

Use "APPLICATION FOR PERMIT --" for such proposals
SUBMIT IN TRIPLICATE 7. If Unit or C.A., Agreement Designation

1. Type of

WeilOiELL

11 Other 8. Well Name and No.

2. Name of Operator NORTH CHAPITA 106-32

EOG Resources, Inc.
3. Address and Telephone No. 9. API Well No.

P.O. BOX 250, BIG PINEY, WY 83113 (307) 276-3331 g --- Û d Ó
4. Location of Well (Footage, Sec., T., R., M., or Survey Description) 10. Field and Pool or Exploratory Area

1881' FNL - 1950' FWL (SE/NW) STAGECOACHIWASATCB

SECTION 32, TBS,R22E I I . county State
UINTAH, UTAH

12. CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

NOTICE OF INTENT ABANDONMENT CHANGE OF PLANS

RECOMPLETION NEW CONSTRUCTION

SUBSEQUENT REPORT PLUGGING BACK NON-ROUTINE FRACTURING

CASING REPAIR WATER SHUT-OFF

O FINAL ABANDONMENT NOTICE ALTERING CASING CONVERSION TO INJECTION

(Note: Report results of multiple completion on Well Comple
or Recompletion Report and Log Form.)

13. Describe Proposed or Completed Operations (Clearly state all pertinent details and give pertinent dates, including estimated date of starting any proposed workitwell

is directionally drilled give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work).

Enron Oil & Gas Company requests authorization for disposal of produced water from the referenced well to any of the following
locations:
1. Natural Buttes Unit 21-20B SWD
2. Ace Disposal
3. Enron Oil & Gas Company drilling operations (Chapita Wells Unit, Natural Buttes Unit & Stagecoach Unit)
Water will be stored in tanks until trucked to one of the above facilities.

RECEIVED

DEC- 2 1004

DIVIS10NOFOlt,GAS&MINING

*NOTE: Enron will be using Nationwide Bond #NM 2308

14. I hereby certify that the regoing i ne and correct

SIGNED TITLE Regulatory Ânalyst DATE 11/30/99

(This space for Federal or State office ase)

APPROVED BY TITLE DATE

CONDITIONS OF APPROVAL, IF ANY:

Tide 15 U.S.C.Secdon 1001, makes it a crime for any person knowingly and willfhily to make to say department or agency of the

United States any false, fictitious or ffandaient statemeals or representations as to say matter withia its



Substitutc Form 5160-4 SUBMFT IN ATE*

ovember i983) (See other irmruss.was on Expires August 3i I985

(forrmriy 9-330) reverse side) 5 LEASEDESIGNA I lON AND SERIAL NO.

UNITED STATES ML 3085

DEPARTMENT OF THE INTERIO DNFllENTIAL D

BUREAU OF LAND MANAGEMEN
8 FAkMekt.hAskNAME

WELL COMPLETION OR RECOMPLETION REPQRT AND LOG* NORTH CHAPITA
la itetuenti.L.

O GASWELL DRY l - 2
b TYPE OF COMPLET1

WORK OVER DEEPEN PLUG BACK DIFF RES

10

H H TA
11 L 1.K.R.UKISLULAANU5UKVbl

.

NAML-.ulull.kAll>k

EOG Resources, InC. SECTION 32, T8S, R22E
3 Al)l)kkabblULLRAIUk lyt.UIJNikuRFAkiaH IsolAlb

P.O. BOX 250 BIG PINEY, WYOMING 83113 UINTAH, UTAH
4 LUCAIluÑUE [11. (Report locanon clearly ami m accordmce with my State reqwrctneras? 14. PhalMilÑO.

4,..<.. 1881' FNL - 1950' FWL (SE/NW) 43-047-33406
e top prod und reputasi bel- SAME DATEPERMit ISSUED

an....apu, SAME 10/2/599
15 DATE 5PUDDED 16. DATE TD. REACHED 1 DATE COMPL (Keady to procL) 18 EL VA TIONS(DF.RKB,RT.GLEtC.)* 19. ELEV. CASINGHEAD

10/29/99 11/08/99 11/24/99 4737' KB 4722' PREP. GL.
20 TUTAL DEVIH, MD & IVD 21. PLUG. BACK T.D., MD & I VD 22. IF MULilPL£ CUMFLEI UNS, HUw MANY? 23 RUI ARY F)OLS CABIE TOOLS

6700' 6625' l ROTARY
24 PRODUCING INTERVAbs).0F THIS COMPLE110N-TOP. BOTTOM.NAME (MD AND TTD)* 25. WASDIRECT10NAL SURVEY MADE1

WASATCH 5761' - 6405' NO

M TYPEELECHUCANDOTHERI.OGERUN / Array nduction w/Linear Correlation, GR mpensated Neutron, Litho Density, GR, atform 27.WA3WEU.COREDT

Express Answer Product Quicklook& Cement Bond Log, GR -/,g- Ÿ¶ NO

2a CASINGRECORD (Report all stnngs set in well)

CASING812E alilGHr. LBJFT DEPTH SET (MD) HOl£ SIZE CEMENHNG RECORD AMOUNTPUll£D

8-5/8" 24.0# 1-55 239' 12-1/4" 100 sx Class "G" cement. NONE

4-1,2: 10.5# J-55 6638' 7-7/8" 300 sx Hi-Lift & 400 sx 50/50 Pozmix. NONE

29 LINERRECORD so. TUBING RECORD

SIZE TOP (MD) BUTTOM (MD) SACKS CEMENT SCREEN (MD) SIZE DEPHI SET (MD) PACKER SET (MD)

2-3/8" 64 14'

31. PERFORKnON RECORD&suval.summinumbw) 32. ACID, SHOT, FRACTURE, CEMENT, SQUEEZE,ETC.

Wasatch C-I 1 6403-05' DEFU INTERVR (MD) AMOUNTAND IGND OF MATERIK USED

RECEIVEDC-7 6110-20' 6110-6120' 17,598 gals gelled water & 82,000# 20/40 sand.

P-8 5761-68' 5761-68' 14,74 gals gelled water & 63,560# 20/40 sand.

DEC- 2 saqq 6403-05' Nostimulation

DIVISIONOFOIL,GAS&MINING

33.• PRODUCTION
DKil:FULTT PRODUCT10N PRODUCl10N MEINOD (FlowmL Bashit. purrµry;-size andtype of pump) WELL STA11J5(Prochacug or shut-m)

11/24/99 FLOWING PRODUCING
DATEOFTEIT HOURITE3TED CHOlŒSIZE PROD'NFox

5 905 MCFD

GAS-MCF.

3

WKTEKBBL GAS-OR.RATIO

P 240 pg

CCASO4GPRESS RE CRCULKE

5 B 905

'ucr «Asta-sat.

3 BW

OILGRAVifY-API(CORR)

4 UlhPusilloidol UAssolAusefortuel.veracActs ilmi Allhald>lla

SOLD JAY ORR
S LislobAllACHMIRli

o L..I,y ceruly s.:se i.... acind leteand correct - deter-d from all ava lablemds.

RE Regulatory Analyst DATE 11/30/99

*(See Instructions and Spaces for Additional Data on Reverse Side)
Title I BUS C. Section 1001.makes at a cnme for my personknommgly and willibily to make to any departtnert er agency of me Umted States any false. fictinous or fraudulcra starctnerts or represcristiam as to aiy matter



us iurndactiolt

INSTRUCTIONS

General: This form is designed far submitting a complete and arrect well completion repoit and log on ai types of lands and leases to either a Federal agency or a State agency, or both, pursuard to appicable Federal an&or State laws

and regulations. Any necessary special instructions concomi useof this form and the number of copies to be submitted.particularty with regard to local. area or regional procedures and practices.elther are shown below or wil be
issued by, or may be obtained from. the local Federal and/or State office. See instructions on items 22 and 24. and 33, below regardng separate reports for separate completions,

frem 4: If there are no appicable State reqasrements, locations on Federal or indan land should be descnbed in accordance with Federal regraremerds Consid local State or Federal ofice for specific instructions.

frem 18: Indicate which elevation is used as reference (where not otherwise shown) for depth measuremerts gven in other spaces on this form and in any attachments,

llems 22 and 24: If this wil is completed for separate production from more than one interval zone (mulhpie completion),so state en item 22. and in item 24 snow the producing interval. or intervals, top(s), bottom(s) and name(s) (if any)

for only the mterval reported in teem 33. Subrrut a separate report (page) on ttas form. adequately identified, for each additional mierval to be separately produced. snowing the additional data perbnert to such intervat

Item 29: erit Attached supplemental records for this wel should show the details of any mutiple stage cementing and the location of the cementing tooi

Item 33: Submit a separate completion report on this form for each interval to be separately produced. (See instruction for items 22 and 24 above )

PRIVACY ACT

The Pnvecy Act of 1974 md the repsisson in 43 CFR 14II(d) provide thatyou be furrushed the following mfonnaion m corussctionwith informniantespured by us applicniart
AUTHORifY: 30 U.S.C. 181 et seg. 25 US C cL seg, 43 CFR 3160
PRINCIPLEPURPOSE: The informauon is to be used to evalute the actual opermions pcrfonned in the (kuling of an oil or gas well on a Federal or Indim lease

ROUTINEUSES (1) Evalume the capalpmersand procerkirmsused darms the dnlling of the well. (2) The revsew of geologic zones and formation encourstred ikirmg ckilling (3) Analyze future applicatsom to ekt11 m light of data

obtained and methods used (4)(3) Infonnaion from the record md/or the record wall be trmaferred to appropnate Federal, Star, local or foreips agmcies, when relevant to etvit crwrarmi or regulatory investigniscamor prosecutions.

EFFECT OF NOT PROVIDING INFORMATION: Filing of this report md disclosure of hte mformnion is mandgory once - osl or gas well is dniled
The Paperwork Reduction Act of 1980 (44 U S.C. 3501, cL seg) requires us to mformyou ihm

This informtion as bezig collected to allow evaluation of the techrucal, safety, and environmental factors irrvolved with chilling md prochacmgoil md gas on Federal malsadian oil md gas leases.
This mformation will be used to malyze ooernamm exi compara equiprnest md procedures actually used with the proposals applied for.
Responseto tins request as mmdatory once m ori or gas well is ckilled.

SUMMARYOF POROUS ZONES: (Show all importantzones of porosity 38 GEOLOGICMARKERS
and contents thereof, cored mtervals, and all dnll-stem tests, mcludmg depth
mterval tested, cushion used, tune tool open, flowmgand shut-in pressures,
and recovenes) 109

FORMATION TOP BOTTOM DESCRIPTION, CONTENTS. ETC NAME MEAS. DEPTH TRUEVERT DEPTH

Green River 2120'
Base "M" Marker 4862'

"N"Sandstone 5127'

Wasatch
Peter's Point 5304'

P-4 5414'
P-6 5544'
P-8 5674'

Chapita Wells 5988'
C-7 6058'
C-9 6158'
C-11 6298'
C-13 6448'

Buck Canyon 6735'
B-3
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